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Preface 

The FlexMix PC software simplifies user interaction between system and user. The 
graphic presentation adds understanding to functionality and process of a plant. 

Itôs easier for the user to change and add parameters in FlexMix PC software than the 
display on FlexMix computer. 

All information are stored in FlexMix computer, when user opens a window in PC, the PC 
software reads from FlexMix. This means that PC software only works as a remote control 
and have no part in executing process commands. 

This manual only describes the PC software layout and not the actual functionality of the 
FlexMix system. Information about function details and input fields we recommend reading 
the manual for the FlexMix computer. 

3 



Installation 

System: 
Windows: 98/2000/XP 
Processor: Minimum 800 MHz 
Screen: 1024 x 768 (16 bit) 17" 
USB and serial port 

NOTE. Install the software before inserting the HASP key 
Installation of software: 

1. Insert the CD-ROM disc in your CD drive. 

2. After a couple of seconds, this menu will appear: 

3. If it doesnôt start, see item 4. Else proceed to item 5. 

4. Choose "Run" in the start menu. Write "d:\autorun.exe" and click "OK". Or choose the 
FlexMix CD in the finder menu and choose autorun.exe. 
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5. Choose "install FlexMix" from the menu. 

6. Choose language. 

7. Choose "Next" 
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8. Click on "OK". This window will probably be hidden and will be visible when the 
installation is finished. 

9. Choose "Yes" 

10. Choose "Next" 
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11. Remove selection for ñRun the Programò and choose "Done" 

12. Choose "Install data" from the menu. 

13. Choose "Exit" from the menu. 

14. Place the HASP key in the USB port 

15. Click Start, and choose Program -> FlexMix -> flexmix.exe. Or Click on the 
FLEXMIX icon on the desktop. 
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16. Open Configuration and PC configuration 

17. Choose language, Serial Port, Communication, Speed and remember to choose 
Automatic read. 

Choose Validate 
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Explanation of symbols 

The menu has the same names in PC as in FlexMix 

V2.XX FRIDAY 26/10/01 15:43:00 

1:automatisme 

2:fabrication 

3:adjustments 

Task1 Task2 

 4:acces code 

(5:technician) 
(6:configuration) 

2 Warning 3 Alarms 

Shortcuts 

FlexMix PC software has shortcut symbols that can be used to access different functions. 

TimeTable Alarm History 

Component data Warning History 

Recipe Stock Control 

Production List Feeding Plan 

Current Feeding 
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Communication Status 

Communication Status is shown with Real Time Control 

No communication with FlexMix 

Communication is OK but FlexMix is offline 

Communication is OK and FlexMix is online (activates by clicking on Real Time Control) 
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Process Details 

All process details can be viewed by clicking on an active level field. 

Toggle 
between Task 
1 and 2 

Stop/Start 
process 

When clicking on active level fields, 
production information can be viewed 

Shows alarm for 
simulation and Output 
ON functions 

Process functions 

When process is stopped When Process is running 
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Level Fields 

The Level field have three different statuses 

Level 1 and 2 are OK: 

When green is flashing, the system is paused. 

Level 1 and 2 has alarms: 
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Time Table 

Time Table can be reached from Automatism menu or shortcut 

In PC all Time Tables are viewable in one window. 
To change a value, user clicks in the field and then enters the new value. 

Activation of a Time Table is done by choosing NOW in desired Mode line. 
Remember to set Validation to YES. 
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When clicking in recipe column, a window appears with all recipes programmed. 
This window only displays programmed recipes. Changing number is made by entering a 
new number. 

Saving new values is made by closing window and chooses YES. 
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Component Data 

Component Data can be reached from Fabrication menu or shortcut 

The Component column contains names of the different components used. After typing a 
component name on a line, a silo assignment must be made (silo columns). 
In the example bellow, on line one, we type Barley. Then we assign silo 1 and 6. Itôs easy 
to edit a component location, just type a new silo number in silo column for the component 
concerned. 

Note: Changing component location must only be made when FlexMix is in idle. 

Print Table 

To save new entries, close window and choose save. 
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Recipe 

Recipes can be reached from Fabrication menu or shortcut 

When opening recipe, a component overview window on the right is shown to make it 
easier to choose component. To program a recipe, values in ñCompo. Number, percentage 
(%) and Group must be programmed. If an automatic DiscMill is used, values in speed and 
distance must also be programmed. 

Toggle 
between 
recipes 

Recipe name 

To save new entries, close window and choose save. 
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Stocks 

Stocks can be reached from Fabrication menu or shortcut 

Itôs also possible to click on a silo to stock status. 

When a delivery is made, quantity is entered in ENTRY field. Note that quantity and price 
are based on Tons. An Update is made by clicking on Calcul. button. Observe that every 
time the Calcul. Button is clicked, the value in ENTRY field is added. A reset of the stock 
for a component is made by clicking in the component line and click on the erase button. 
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To save new entries, close window and choose save. 
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